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SPCT2... series

ZV-KSBI...

< 125 A gL/gG
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SPCT2

SPCT2

IEC 62305-1
IEC 62305-4

IEC60364-5-53
Clause 534
VDE V 0100-534
ÖVE/ÖNORM E8101
UTE C 15-443

VDE 0100 - 410
VDE 0100 - 430
ÖVE-EN1 Teil 3

IEC 61643-11
EN 61643-11

> IP40

Humidity: 5-95%

SPCT2    280                          335                             385                           460     NPE
UT    348V                        348V                           348V                         580V      -
IPE    0,35mA                    0,23mA                       0,16mA                     0,26mA  
d (min)    0mm                        5mm                           5mm                         5mm      0mm

< 125 AgL

I < 50 kAeff / < 50 kAr.m.s.
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6 775

ZV-KSBI-2TE ZV-KSBI-2TE ZV-KSBI-2TE ZV-KSBI-3TE

1 2 3

ZV-KSBI-3TE ZV-KSBI-4TE ZV-KSBI-3TE

4 4

ZV-KSBI-4TE ZV-KSBI-5TE

TN-C-System
3 x 230/400 VAC
(3 x 220/380 VAC)
(3 x 240/415 VAC)

TN-S-/TT-System
3 x 230/400 VAC
(3 x 220/380 VAC)
(3 x 240/415 VAC)

TN-S-System
1 x 230 VAC
(1 x 220 VAC)
(1 x 240 VAC)

TT-System
1 x 230 VAC
(1 x 220 VAC)
(1 x 240 VAC)

TN-S-/TT-System
1 x 230 VAC
(1 x 220 VAC)
(1 x 240 VAC)

TN-S-/TT-System
230 VAC

TN-S-/TT-System
3 x 230/400 VAC

TN-S-/TT-System
1 x 230 VAC
(1 x 220 VAC) (1 x 240 VAC)

TN-/TT-System
3 x 230/400 VAC
(3 x 220/380 VAC) (3 x 240/415 VAC)

mode différentiel - UTE C 15-443

TN-S-/TT-System
3 x 230/400 VAC
(3 x 220/380 VAC) (3 x 240/415 VAC)

TN-S-System
3 x 230/400 VAC
(3 x 220/380 VAC)
(3 x 240/415 VAC)

TT-System
3 x 230 VAC
(3 x 220 VAC)
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D63
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D63

ZV-KSBI-2TE ZV-KSBI-2TE



4

EU: Eaton Industries (Austria) GmbH, Eugenia 1, 3943 Schrems, Austria   09.2024i / IL019017ZU 
UK:  Eaton Electric Ltd., P.O. Box 554, Abbey Park, Southampton Road, Titchfield, PO14 4QA, United Kingdom 

Eaton.com/recycling

USA
Eaton.com/eatoncare
+1 877-386-2273

Eaton.com/contacts 
Eaton.com/aftersales 
Eaton.com/documentation

150501459

© 2024 Eaton Industries (Austria) GmbH

IEC 60364-5-53
Clause 534
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