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EHMIF132K G4 RACK PDU METRED INPUT (MI)

FUNCTIONALITY INPUT OUTPUT ENVIRONMENTAL

INPUT AND BRANCH METERINGIEC 60309-2 32A 240V~
6.0MM^2 x 3C H07ZZ-F POWERCORD 
(LSZH)
CABLE LENGTH: 3.0M

(8) IEC 60320 C13 HIGH RETENTION / P-LOCK
(8) EATON C39 - COMBO C13/C19 HIGH RETENTION/ 
P-LOCK (C19 ONLY)

0 TO 60° C 

MECHANICAL INPUT RATING OUTPUT RATING CERTIFICATIONS

88mm (3.5") HEIGHT
444.5mm (17.5") WIDTH
175mm (6.9") DEPTH
STEEL (1.2 mm)- TOP & BOTTOM
ALU (1.5mm) - FRONT & REAR
BLACK CHASSIS

100-240V~
W+N+PE OR 2W+PE
32A
50/60Hz

100-240V~
10A PER C13, 16A PER C39
16A MAX PER SECTION
16A MAX TOTAL

CE, RCM, Cmim, Ukr

CIRCUIT BREAKERS COMMUNICATION ACCESSORIES REGULATORY MODEL

(2) 16A 1-POLE G4 GNM, DUAL GIGABIT ETHERNET
WITH NETWORK CASCADING, 
POWER REDUNDANCY PORT, 
EMP PORT,2xUSB-C, MENU PIXEL 
LCD,ADVANCED CYBERSECURITY

SPARE PART ACCESSORY KIT SPK063
 
OPTIONAL ENVIRONMENTAL PROBE - EMPDT1H1C2
OPTIONAL G4 GNM - SPK061

EMIF-CJFB-H4FK2
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