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ProTec T1-1200PVG-3+0-E(-R) 1200

IEC / EN Electrical

Maximum Continuous Operating Voltage (PV)                                     (+)-(-) UCPV

(+/-) -PE

Nominal Discharge Current (8/20  µs)  In

Impulse Discharge Current (10/350  µs) Iimp

W/R

Charge Q

Total Discharge Current (10/350 µs) ITotal

Total Discharge Current (8/20 µs) ITotal

Maximum Discharge Current (8/20 µs) Imax

Voltage Protection Level  (+) - PE, (-) - PE Up

(+) - (-) Up

Response Time  (+) - PE, (-) - PE t

(+) - (-)

Short-Circuit Current Rating ISCPV

Number of Ports

Mechanical & Environmental

Operating Temperature Range Ta º º º ºC]

RH

Altitude (max)

Terminal Screw Torque Mmax

Conductor Cross Section (max)

Mounting

Degree Of Protection

Housing Material

Thermal Protection 

Operating State / Fault Indication

Remote Contacts (RC) Optional

RC Conductor Cross Section (max)

Order Information

1200

ProTec T1-1200PVG-3+0-E

ProTec T1-1200PVG-3+0-E-R (with remote contacts)

ProTec T1-600PVG-E-P (side plug)

ProTube T1-600PVG-E-P (middle plug)

ProTec T1-PVG 3+0 E 
Class I • Class II •  Type 1 •  Type 2

String box, Inverter

(+) - PE, (-) - PE, (+) - (-)

UCPV = 1200 V

ITotal = 5 kA (10/350 µs)

ITotal = 50 kA (8/20 µs)

Yes

Pluggable Design

IEC 61643-31:2018 
EN 50539-11:2013+A1:2014 
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Complete Unit

Complete Unit Dimensions & Packaging 

ProTec T1-1200PVG-3+0-E 1200

Weight pounds

 grams

ProTec T1-1200PVG-3+0-E-R 1200

Weight pounds

 grams

DIN 43880 Dimension 

Packaging Dimensions (H × W × L)

ProTec T1-PVG 3+0 E 

Single Unit Dimensions & Packaging 

ProTec T1-600PVG-E-P 600

Weight pounds

 grams

ProTube T1-600PVG-E-P 600

Weight pounds

 grams 43

DIN 43880 Dimension 

Packaging Dimensions (H × W × L)

ProTec T1-600PVG-E-P ProTube T1-600PVG-E-P

TD

+/- -/+

14 11 12

RC

TD TD TD

z +/- -/+

TD TD TD

z

 Legend

+/-, -/+  + or - Conductor Terminal

z PE / G Conductor Terminal

RC Remote Contacts Terminal (Optional)

TD Thermal Disconnector

TD
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