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Mechanism for a 2-pole timer that can be adjusted up to 15 minutes., with screw fixing. A finishing set in the 
colour of your choice must be ordered separately.

Technical data

Base for 2-pole timer, adjustable up to 15 minutes, 16 A/250 Vac, screw fixing.

• Protection degree: IP41 for the combination of a mechanism, central plate and faceplate
• Impact resistance: The combination of a mechanism, a central plate and a faceplate has an impact-resistan-

ce of IK06
• Flush-mounting frame

– 1 mm-thick metal
– galvanized on all sides after cutting, even on the cut edges
– with 4 grooves with screw hole of 7 mm
– with 4 screw holes (indicated by a screw symbol) with a diameter of 3 mm for mounting on panels

• Fixing method
– with screws for simple fixing in a flush-mounting box with grip surfaces

• Centre-to-centre distance
– Simple and quick assembly of one or more mechanisms by the indication (chalk line, laser, etc.) of the 

centre of the flush-mounting frame
– vertical coupling centre-to-centre distance 60 mm by sliding several bases into each other, they lock 

themselves automatically
– vertical coupling centre-to-centre distance 71 mm using pre-formed lips at the bottom, by folding the lips 

downwards over a length of 1 mm, the bases support each other and the centre-to-centre distance is 
guaranteed.

– horizontal connection of multiple bases is quick and perfect thanks to the folded-up dovetails on the left 
and right sides

– extra robustness due to the folded-up edges on the outside of the base and the continuation into the 
inside of the base

• End border: 4 rectangular openings (7 x 2.5 mm) which, if the flush-mounting box protrudes from the 
plasterwork, can compensate for a margin of between 1 and 1.2 mm, so that the faceplate can still butt up 
perfectly against the wall

• Ambient temperature: -5 – +40 °C
• Marking: CE
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