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DIN-DVGW type examination certificate

DIN-DVGW-Baumusterpriifzertifikat NW-6509BT0085
Registration Number
Registriernummer

Field of Application
Anwendungsbereich

Owner of Certificate
Zertifikatinhaber

Distributor
Vertreiber

Product Category
Produktart

Product Description
Produktbezeichnung

Model
Modell

Test Reports
Priifberichte

Test Basis
Priifgrundlagen

Date of Expiry / File No.
Ablaufdatum / Aktenzeichen

31.01.2018 Gl A-1/2

products of water supply
Produkte der Wasserversorgung

Grohe AG
Industriepark Edelburg, D-58675 Hemer

Grohe AG
Industriepark Edelburg, D-58675 Hemer

sanitary tapware: Thermostatic mixing valves (6509)

Concealed thermostatic in-wall mixing valve, optionally with
safety-combination (prod.-No. 29.007.000) by using of a bathtub filling
and water drain unit below the water level

RAPIDO T

laboratory control test: 21280047-037 from 22.11.2017 (LGW)
type testing: 57215420-01 from 02.02.2016 (LGW)
UBA-Guideline: KA 0099B/13 from 06.08.2013 (TZW)
hygienic testing: MO 059/15 from 29.05.2015 (TZW)
UBA-Guideline: KA 0100B/13 from 06.08.2013 (TZW)

DVGW W 574 (01.04.2007)
DIN EN 1111 (01.08.1998)
UBA METALLE (15.03.2017)
UBA ELASTOM (16.03.2016)
UBA KTW (07.03.2016)
DVGW W 270 (01.11.2007)

25.01.2023 / 17-0572-WNV
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DVGW CERT GmbH
Zertifizierungsstelle

Date, Issued by, Sheet, Head of Ce
Datum, Bearbeiter, Blatt, Leiter der Z

DVGW CERT GmbH is an accredited body by DAkkS according to DIN EN
ISO/IEC 17065:2013 for certification of products for energy and water supply

industry.

DVGW CERT GmbH ist von der DAkkS nach DIN EN ISO/IEC 17065:2013
akkreditierte Stelle fir die Zertifizierung von Produkten der Energie- und

Wasserversorgung.
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Josef-Wirmer-Str. 1-3
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A-2/2 NW-6509BT0085
Type Technical Data Remarks
Typ Technische Daten Bemerkungen
RAPIDO T (35.500) type of construction: Wannenfill- und
Brause-Unterputzarmatur
pressure rating: PN 10

RAPIDO T (35.500) type of construction: Brause-Unterputzarmatur
pressure rating: PN 10

RAPIDO T (35.500) type of construction: Unterputz-Zentralthermostat
pressure rating: PN 10

Type Variation Explanations
Ausfiihrungsvariante Erlduterungen
Ondus 19.442.000; finish: chrom
19.443.000
Ondus 19.442.BS0; finish: titanum
19.443.BS0
Ondus 19.442.KS0; finish: velvet black
19.443.KS0
Ondus 19.442.L.S0; finish: moon white
19.443.LS0

Hints of Utilization / Remarks
Verwendungshinweise / Bemerkungen

Finish-set variants as tub and shower mixer:

Grohtherm 1000: 19986000

Grohtherm 2000: 19355000; 19355001
Grohtherm 2000 Spezial: 19417000
Grohtherm 3000: 19358000; 19468DCO

Grohtherm 3000 C: 19468000, 19468LS0; 19567000, 19567KS0, 19567LS0
Grohtherm Cube: 19958000
Grohtherm Special: 29095000

Allure: 19446000

Atrio: 19395000, 19399000

Ondus 19442...

Veris: 19364000, 19364KS0; 19364LS0

Allure Brillant: 19792000

Grandera: 19937000; 199371G0; 19948000; 19948IG0

Finish-set variants as tub mixer:
Grohtherm 1000: 19985000; 19984000
Grohtherm 2000: 19354000; 19354001
Grohtherm 2000 Spezial: 19416000

Grohtherm 3000: 19359000

Grohtherm 3000 C: 19467000; 19568000; 19568KS0; 19568LS0
Grohtherm Cube: 19959000

Grohtherm Special: 29094000

Allure: 19380000

Atrio: 19394000; 19398000

Ondus 19443...

Veris: 19369000; 19369KS0; 19369LS0

Allure Brillant: 19791000

Grandera: 19934000; 19934I1G0

Finish-set variants for in-wall central thermostatic:
Grohtherm 2000: 19352000; 19352001

Grohtherm 3000: 19356000
Atrio: 19392000; 19396000

Grotherm 2000 Spezial: 19418000

Grohtherm 3000 C: 19469000

Allure Brillant: 19887000

Grandera: 19941000; 199411G0

Grohtherm Cube: 19961000

Grohetherm Spezial: 29096000

Wall elbow:

Relexa: 28678000; 28679000; 28680000

Rainshower: 27057000; 27057DCO; 27076000; 27076KS0; 27076LS0

Grotherm F: 27621000

Movario: 28405000; 28406000
Grandera: 27970000; 27970I1G0




